NOTES:

1. THE CURB RAMP SHALL HAVE A 12" WIDE BORDER WITH 1/4” GROOVES APPROXIMATELY 1" 0.C. SEE BORDER
GROOVING DETAIL.
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BORDER GROOVING DETAIL

NOTES:

THE DETECTABLE WARNING SURFACE SHALL 2.55" CENTER TO CENTER
CONSIST OF RAISED TRUNCATED DOMES

EXTENDING THE FULL WIDTH OF AND 3'0”

DEPTH OF THE CURB RAMP LANDING. @ @ ©_r

2. THE RAISED TRUNCATED DOME PANELS ,
SHALL BE CENTERED AND SQUARED ON 2.35" CENTER TO CENTER

THE CURB RAMP. @ @ @ l
3. THE RAISED TRUNCATED DOME PANELS

SHALL BE CONTRETE, CASTinTACT™

MANUFACTURED BY MASCO,

OR APPROVED EQUAL. @ @ @

4. THE COLOR OF THE RAISED TRUNCATED 330" 3.39"
DOMES SHALL BE "SAFETY YELLOW”. ' ’

—_

5. THE EDGE OF THE RAISED TRUNCATED DOME
PANEL NEAREST THE STREET SHALL BE

BETWEEN 6" AND 8" FROM THE GUTTER RAISED TRUNCATED DOME

FLOWLINE.
PATTERN (IN—LINE)
6. ALL TRUNCATED DOME DIMENSIONS HEREIN
ARE. NOMINAL.
. | vl
2.35 11125 ——| |<— 0.45" TOP DIA.
— |~—o0.25" l

| 0-1875" 02" HEIGHT]_

N\
AN ’—r»o.g” BASE DIA.
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TRUNCATED DOME PANEL WEDGE DETAIL RAISED TRUNCATED DOME

DRAWN BY: M. LEE

CURB RAMP GROOVING AND
CHECKEDBY: S, THACH _
PROVED By T SUPAN TRUNCATED DOME DETAILS ST-11

DATE: AUGUST 2006 CITY OF SANTA CLARA PAGE: 11

A0B"eoe IO UBSD)BULIGOUIBUS « 9E6/-GBE-80Y XB4 » 000E-G19-80% :UIBI + 0G0G6 VO ‘BJEID BIUBS ‘DAY UOLINGIEM 00G » SYIOM OlIgNd JO Juswedaq eie|d ejues jo AND « ,S|iejeq pJepuels,



